EH muvofiglik bayonnomasi

EC declaration of conformity

Ishlab chiqaruvchi
Manufacturer

Mahsulot nomi
Product description

Turining nomi
Type designation

Mos bo'lishini baholash
jarayoni

Conformity assessment
procedures

Xabar berilgan joy
Notified body

Vaillant GmbH
Berghauser Str. 40
42859 Remscheid
Deutschland

Gazli ixcham qurilma
Compact gas-fired boiler

VUW GB 326/4-7
VUW GB 386/4-7
ENERGY 25¢ -A (H-GB)
ENERGY 30c -A (H-GB)
ENERGY 35¢ -A (H-GB)

Modul B+C1

TUV Rheinland
Am grauen Stein
51105 Koln

CE 0035

Qurilmalar EH mahsulot turini tasdiglovchi sertifikatda ta'riflangan mahsulot turiga mos.  PIN 23513659
These devices represent in the EC-Type Examination Certificate type as described.
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EH muvofiglik bayonnomasi

EC declaration of conformity

@Textbaustein 1
@ Textbaustein 1

Gaz qurilmalar direktivasi 2009/142/EG
Gas appliances directive 2009/142/EC

FIK direktivasi 92/42/EWG
Efficiency directive 92/42/EEC

EMV direktivasi 2014/30/EU
EMC directive 2014/30/EU

Past kuchlanish direktivasi 2014/35/EU
Low voltage directive 2014/35/EU

Bodib chiqarish qurilmalar bo'yicha direktiva 2014/68/EU
Pressure equipment directive 2014/68/EU

Mashinalar bo'yicha direktiva 2006/42/EG
Machinery directive 2006/42/EC

Energiya belgilash direktivasi 2010/30/EU
Energy labelling directive 2010/30/EU

Ekologik dizayn haqidagi direktiva 2009/125/EG
Ecodesign directive 2009/125/EC

RoHS direktivasi 2011/65/EU
RoHS directive 2011/65/EU

@Textbaustein 2
@ Textbaustein 2

Remscheid, 06.10.2015 (2]

EVaillant

EN 26

DVGW VP 109
EN 89

EN 297

EN 483

EN 483/A4

EN 625

EN 3362

EN 297

EN 625

EN 15502

EN 15502-2-1
EN 15502-2-2

EN 55014-1:2006 + A2:2011
EN 55014-1:2006/A2:2011

EN 60335-1:2012 + A11:2014

EN 60335-1:2012 + AC2014 + A11:2014
EN 60335-1:2012 + AC2014+A11:2014
EN 60335-2-15

EN 60335-2-21

EN 60335-2-21:2003 + A2:2008

EN 378-1
EN 378-2
EN 12975-1
EN 12975-2
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Group R&D Director

(Joy, sana)
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